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PAVEMENT STRENGTH SURVEY/PAVEMENT CONDITION SURVEY
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i IDENT. | cLASS | GRADE | COURSE | COURSE COURSE OVERLAY MAX. GROSS LOAD (LBS) REMARKS
2’/ CLASS SINGLE | DUAL |DUAL TAN.
A A—11 RUNWAYS
#-#12 92.5%46.5") R—11 E-7 CBR=2 [10.5"(MIN)P-154| 6" P—208 3" P—401 12,500
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(EXEMPT) (EEwT) T—11 E—7 [ CBR=2 [10.5"P—154 6" P—208 | 3" P—401 12,500 <23
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R—12
(#1—#4 75'x62.5")
APRONS
A—1 E—7 | CBR=2 85" P—208 | 1.5° P—609 | 1° P—402 | 8,000 Pl
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REMARKS:
[>AIP—O1, 1983, CONSTRUCT RUNWAY, CONNECTING TAXIWAY, AND APRON

[2>AIP—02, 1992, P—402 OVERLAY RUNWAY AND TAXIWAY, SEVERAL RUNWAY SECTIONS WERE
REMOVED, REGRADED, COMPACTED, AND PAVED WITH 2" P—401 PRIOR TO P—402 OVERLAY.

B>AIP—OO4, 2003, RECONSTRUCT AND WIDEN RUNWAY, CONSTRUCT NEW TAXIWAY AND APRON.
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